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DEPOLVERIZZATORE GDD10/100 SERIES, 230V 10%/1/50-60Hz 
Camera di depolverizzazione in acciaio Inox. 
Ventilatore di estrazione polveri ad alta prevalenz a. 
Filtro a  sacco per raccolta polveri 
 
Sistema di depolverizzazione a gradini con camera  realizzata in acciaio inox e completa parete 
mobile per regolazione lama d'aria di depolverizzaz ione. 
Composta di: 

�  Camera di depolverizzazione in acciaio inox. 
�  Finestre su camera per verificare la caduta del mat eriale. 
�  Parete mobile per regolazione portata d'aria in acc iaio verniciato. 
�  Collettore per ventilatore di aspirazione in acciai o verniciato 
�  Ventilatore centrifugo ad alta prevalenza. 
�  Quadro elettrico di controllo. 
�  Filtro doppio sacco di raccolta polveri. 

 
TELAIO MOBILE PER SOSTEGNO DEPOLVERIZZATORE 
 
Telaio mobile per il sostegno dell'unità completa d i depolverizzazione, realizzato in acciaio 
verniciato e completo di ruote girevoli. 
 
DEDUSTING DD10/100SERIES, 230V/1/50-60Hz Stainless steel de-dusting and separating room. 
For a strong extraction of dust with fan separator.  Bag for dust collection 
 
Dedusting system with stepped box made of stainless  steel with fully adjustable step-blades 
movable for air dusting separating. 
Complete of: 
 
• Box of de-dusting in stainless steel. 
• Windows on the box to check the falling down of t he material. 
• wall cabinet for adjusting airflow in painted ste el. 
• fan junction and manifold in painted steel. 
• High pressure centrifugal fan. 
• Maximum level  sensor at bin full of material. 
 
• Double-bag filter dust collection. 
 
Supporting frame for  DE-DUSTING 
painted steel supporting frame  for de duster, comp lete with wheels and brakes. 
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- DE-DUSTING SYSTEM GDD1000 SERIES (Throughput for P ET flakes: 2000  kg/h) 
    

De-Dusting system with embossed tower and air flow for the flakes washing , it is completely steel 
made and full equipped with: 

·  Stainless steel maintenance hopper.  
·  SS Material dosing valve positioned at the system entrance and full equipped with mechanical 

motor gear activation  
·  Embossed Separation Tower totally stainless steel made to protect every  parts in contact with 

material. 
·  Painted steel de-duster main supporting frame. 
·  Painted steel centrifugal fan for the powder suction full equipped with motor. 
·  Painted steel powder cyclon decanter. 
·  Self cleaning bag filter for outputting air from the cyclon decanter  
·  Galvanized steel piping for air connection fan-cyclon  . 
·  Stainless steel de-dusted material storage bin mounted on the discharging system, it is 

equipped with easy material pipe suction. 
·  Remote electrical control box connected to the main central box . 
·  Technical data: 
·  System Throughput     2000 kg/h 
·  Total Power  :      1,5 kW 
·  Voltage range:     400 V +/- 10% 50 Hz 
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